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% | ELECTRICAL SYSTEM 40'1

-GROUP 40

ELECTRICAL SYSTEM

INDEX
ELECTRICALSYSTEM ............ 40-4 - Side direction indicators . ....... 40-15
— STANDARDS AND PRECAUTIONS 40-4 - Rear light assemblies .......... 40-16
-~ FUSES ............. .. ... 40-5 - Replacing bulbs of rear light
- Location and access within assembly ................... 40-16
passenger compartment ....... 40-5 - Rear light assembly
- Location in main fusebox . . ... .. 40-6 with numberplate holder . ... . ... 40-17
- Location in auxiliary fusebox . ... 40-7 - Replacing bulbs of rear
- Location in engine compartment . 40-8 g?alltea:;?j?:"y and number 1017
hergayendrftingotman o | - NTERNALLGHTNG [ 11
— ELECTROMECHANICAL DEVICES, - Front central roof light ......... 40-18
TIMERS AND - Front central roof light for
FLASHERUNITS . .. oo, 40-10 vehicles withsunroof .......... 40-19
- Location and access - Replacing light diffusor bulb,
in passenger companment .... 40-1 0 fr(?ni Centraf I’OOf-light fOf VBhinQS
- Location in main fusebox . . . . ... 40-11 with SUNroof ..........couiis. 40-19
- Location in auxiliary fusebox . ... 40-11 - Replacing reading lamp bulb . . . . 40-19
- Location and access - Rearcentral rooflight . ......... 40-20
in engine compartment . ....... 40-12 - Replacing buibs of rear
— EXTERNALLIGHTING .......... 40-13 centralrooflight .............. 40-20
- Frontheadlight . .............. 40-13 - Glovebox light and switch ...... 40-21
- Replacing bulb of front - Replacing bulb of glovebox light . 40-21
headlight ................... 40-13 - Luggage compartment light . ... ... 40-22
- Frontfoglight ................ 40-14 - Replacing bulb of luggage
- Adjusting dipped-beam compartmentlight............. 40-22
headlights . ................. 40-14 - Replacing buibs on right,
- Front direction indicator ........ 40-15 left, central and tunnel air vents .. 40-23

PA4655D1000000 a7 - 1991




98

ELECTRICAL SYSTEM

40-2

- Replacing the bulb
lighting the ignition switch
— TABLE OF LIGHTING SYSTEM
BULBS

-~ ELECTRIC MOTORS AND
BATTERY ............... ...

- Battery
- Windscreen wiper unit
- Locks
- lLockingdevice .............
- Window and raising device
- Sunroof motor
- Electric fuel pump

- Electric windscreen
washerpump ..............

- Electric headlight
washerpump ..............

- Door mirror motor, door mirror

.....................

sansor

— SENSORS AND SENDERS,
ELECTRICAL ACCESSORIES,
USERS ............. ... ..l

- Seatbeitsensors ...........

- Windscreen and headlight
washer liquid level sensor

- Radiator liquid level sensor . ..

sensor
- Front left brake pad sensor
- Sender for fuel level gauge . ..

- Controlled damping suspension
solenoid valves

- "Handbrake on" indicator
indicator switch

- Stoplight switch . ...........
- Reversing light switch
- Luggage compartment

light switch

- Front door open
indicator switch

------------

PA465501000000

- Brake-clutch fluid minimum level

.. 40-35

defroster, external air temperature

- Rear door open indicator switch . 40-43
- Homms ......... .. it 40-44
- GControlled damping suspension

system control panel .......... 40-44
- Frontloudspeakers ........... 40-45
- Rearloudspeakers ............ 40-45

- MANUAL ELECTRICAL

CONTROLS ............. ... ... 40-46
- Rear power window switches . . . . 40-46
- Rear power window permit

switch ...................... 40-46
- Rear power window switches located

in the moulding on the tunnel . . . . 40-47
- Foglightswitch ............... 40-47
- Sunroofswitch ............... 40-48
- Door mirror adjustment double

switch ...................... 40-48
- Front power window switches ... 40-50

— STALKUNIT ................... 40-50

- Functional description ......... 40-50

Ignitionswitch . .. ............. 40-50

External lights, direction
indicators and rear foglight

controlfever ................. 40-51
- Windscreen wiper-washer,
heated rear window
(headlight washers and door
mirror defrosting) ............. 40-53
- Hazard warning light switch ... .. 40-54
- Instrument pane lighting
theostat .................... 40-54
- Disassembly and reassembly
ofstalkunit . ................. 40-55
TECHNICAL CHARACTERISTICS
AND SPECIFICATIONS ........... 40-60
— TIGHTENING TORQUES ........ 40-60
- Steering ............ ... 40-60
- Mobile bodywork parts . ........ 40-60
- Electricalsystem ............. 40-60
- Electrical apparatus ........... 40-60
07 - 1991




g 5E ELECTRICAL SYSTEM 40-3

. — SPECIFICTOOLS .............. 40-61
— ELECTRIC FRONT SEATS ....... 40-00
* (Chapter not available at time of
publication)
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% ELECTYRICAL SYSTEM 49-4

Calculate the possible outcome of any

ELECTRICAL SYSTEM @ WARNING

STANDARDS AND PRECAUTIONS interventions and avoid working on com-
ponents when the characteristics are not .
CAUTION perfectly understood.

m Read the STANDARDS AND PRECAU- :
TIONS section before removing or refit- When reassembling and/or refliting,
ting the components of the electrical sys- reverse the procedures given for disas-
tem. sembly and/or removing unless other-

wise specified and reconnect the battery.
Before beginning work ensure that the ignition key is at

the "parking” position and that the earth cable of the Components of the electrical system
battery has been disconnected and: shouid only be substituted with genuing
Alfa Romeo spare parts. Using non-spe-

~ avoid connecting the control unit outputs directly to clfled spares with slightly different char-
the power supply: acterlstics may affect the operational re-

llabllity and safety of the vehicle.
— avoid working on devices when cables are con-

nected to "positive” or earth without having pre- Never touch the halogen light bulbs.
viously disconnected the control units; When replacing handle by the metal parts
only.

— avoid short-circuiting the sensors unless otherwise
specified:

— belore carrying out electrical welding, disconnect
the control units in order to avoid damaging the
electrical components by induced current.
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