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DOORS

FRONT DOORS

REMOVAL AND REFITTING

NOTE: When removing (or refitting) avoid damag-
ing the paintwork.

-~ Disconnect the negative (-) cable from the battery.

— If operating on the door on the driver's side, remove
the trim under the dashboard (see: GR. 66 - DASH-
BOARD}).

If operating on the door on the driver’s side, loosen
the screw securing the valve box and lower the front
part.

If operating on the door on the passenger side,
loosen the lower screw and disconnect the button
securing the front pillar covering to the pillar.
Disconnect the power supply connectors of the door
electrical services.

14 + 18 Nm
{1.43 + 1.83 kgm)
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- DOORS 55-6

1. Using tool No. 1.823.016.000 withdraw the pin from 'l To refit, reverse the procedure followed for .
the door check-strap, close the door slightly to allow t1d] removal and observe the following:
entry of the door check-strap, and reopen the door. ~ Centre the pin of the door check-strap
2. Pull offthe sleeve protecting the cables and withdraw using tool No. 1.823.017.000 coupled
the cables from the front door pillar. with tool No. 1.823.016.000.
3. Loosen the screws securing door hinges and lift the - Before connecting the electrical connec-
door until the tapered pins can be removed from the tors, check that the electrical cables have
hinges. Remove the door. been correctly installed in them.
~ Tighten the retaining screws to the cor-
rect torque.

14 + 18 Nm
(1.43 + 1.83 kgm)

1.823.016.000

1.823.017.000

ADJUSTMENT 1.823.016.000

— To adjust the doors see: GR. 49 - REPLACING.
MOBILE COMPONENTS - FRONT DOORS.
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DOOR CATCH
REMOVAL AND REFITTING

1. Loosen the two Allen screws and remove the catch.
1 To refit, reverse the procedure followed for
- removal and observe the following:
— Install the new catch and Insert the
screws without tightening them.
~  Move the catch up and down until the
door closes corractly.
- After adjusting the lock catch and tighten
the retaining screws to the correct

torque. 17 + 22 Nm
wd (1.73 + 2.24 kgm)
PANEL 3. Pull the moulding away from the panel and discon-
nect the connections from the power window control
REMQVAIL. AND REFITTING button.
- Disconnect the negative (-) cable from the battery. 4, Rotate the clip of the door opening red and discon-
1. Pull off the triangle protecting the door mirror con- nect the rod from the lever.
trol. 5. Pull off the protective cap located below the handle.
2. Loosen the screw securing the door opening lever 6. Loosen the two screws located in the door opening
support moulding. control lever compariment and the central screw
securing the panel.
7. Loosen the three lower screws of the door panei
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kv DOORS 5m§-8

1. Loosen and remove the safety lock pin. 6. Remove the gasket from the side defroster alr vent, .
2. Usingtool No. 1.823.015.000, pull off the eight plastic Y Refit by reversing the procedure followed fot
buttons securing the panel to the door and remove lﬁl removal and observe the following:
the panel to a bench. - Before connecting the electrical connec-
3. Loosen the two screws securing the door panel tors, check that the electrical cables have
pouch to the panel and remove the pouch. been correctly installed In them.
4. From the inside of the panel, loosen the two upper — Before refitting the panel check that the
screws and the lower screw securing the handle to plastic buttons are not damaged.
the panel.
5. Remove the handle.
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DOOR CHECK-STRAP

REMOVAL AND REFITTING

NOTE: When disassembling (or reassembling)
avoid damaging the paintwork.

- Disconnect the negative (-} cable from the battery.

1. Remove the door panel (see: PANEL).

2. Remove the ceilophane covering by removing the
buttons with tool 1.823.015.000.

NOTE: Detach the covering with care in order 1o
avoid damaging it. Store in a dust-free en-
vironment to avoid damaging the adhesive
on the edge.

3. Using tool No. 1.823.016.000, withdraw the pin from
the door check-strap, close the door slightly to allow
entry of the door check-strap, and reopen the door.

4. Loosen the two bolts securing the door check-strap
and remove them with their washers.

- Withdraw the door check-strap from the inside of the

door.
To refit, reverse the procedure followed for
== removal and observe the following:

- Centre the pin of the check-strap using
ool No. 1.823.017.000 coupled with tool
No. 1.823.016.000.

- Before refitting the door check-strap, treat
the resting surface of the strap with Type A
rust-proofing (see: GR. 49 - TECHNICAL
CHARACTERISTICS AND SPECIFICA-
TIONS).

~  After installing the door check-strap, treat
the sides of the strap con Type A rust-proof-
ing (see: GR. 43 - TECHNICAL CHARAC-
TERISTICS AND SPECIFICATIONS).

~ If the adhesive of the cellophane is no
longer able to guarantee adhesion, re-
place the covering.

- Tighten the retaining screws to the cor-
rect torque.
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1.823.017.000

For the refitting of components dealt with
in other pages of this or other groups
refer to the relative advice and proce-
dures (see: PANEL).

1.823.016.000
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